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PILA TARCZOWA

Z OSTRZAMI Z WEGLIKOW SPIEKANYCH SPECJALNA

CIRCULAR SAW

CARBIDE TIPPED SPECIAL

NMUIA OUCKOBAA

C 3YBbAAMU U3 TBEPAOIO CIJIABA CMELMATIbHAA

« pita z nozami czyszczacymi
- saw with wiper slots

* C MOAYNLLAOLLNMYN HOXKaMI

- typ LIGNUMA do wielopity WP 500
- type LIGNUMA for multiblade saws WP 500
—11n LIGNUMA go mHoronunbHoro ctaHka WP 500

112im

LIGNUMA

UWAGA!

kod wyrobu
D d b B z product code
Kol WaAeAuA « uzebienie GM
250| 70 | 2,2 | 3,4 | z=12+2GM | 112.149i250m 127022 - toothing GM
250 | 70 | 25| 3,4 | z=12+4GM | 112.149i250m127025 - 1N 3y6a - GM
250 | 70 | 2,5 | 3,4 | z=14+4GM | 112.149i250m 147025 zalecane parametry
: recommended parameters
300 70 | 2,5 | 3,7 | z=12+4GM | 112.149i300m127025 npeanaraemble napameTpbl
300 70 | 28 | 42 | z=12+4GM | 112.149i300m127028 wysoko$¢ ciecia | predkos¢ posuwu
ing heigh feedi d
350 | 70 | 25 | 39 | z=1244GM | 112.149i350m127025 | | it e0 0 | e mopman
350 | 70 | 28 | 42 | z=12+4GM | 112.149i350m127028 do 80 mm 7 =13 m/min
400| 70 | 28 | 44 | z=12+4GM | 112.149i400m127028 do 100 mm 7 =13 m/min
425| 70 | 30 | 46 | z=12+6 GM | 112.149i425m127030 do 125 mm 7 =10 m/min
450 | 70 | 3,0 | 48 | z=12+6 GM | 112.149i1450m127030 do 135 mm 7 =10 m/min
500 70 | 3,2 | 52 | z=12+6 GM | 112.149i500m127032 do 150 mm 7 - 10 m/min
500| 70 | 3,5 |55 | z=1246 GM | 112.149i500m127035 do 170 mm 7 =10 m/min
- typ LIGNUMA do do traka BD500 112im
- type LIGNUMA for mobile sawmill BD 500
- 1mn LIGNUMA go 6pycoBouHbIx cTaHkoB BD 500
500| 70 | 35|55 | z=14+6 GM | 112.149i500m147035
550 70 | 3,5 | 55| z=14+6 GM | 112.149i550m147035
- typ LIGNUMA do wielopity MP 300 112im
- type LIGNUMA for multiblade saws MP 300
—1mn LIGNUMA po mHoronunbHoro ctaHka MP 300
300 70 | 2,5 | 3,7 | z=14+4GM | 112.149i300m147025
300 70 | 5,0 | 6,2 | z=14+4GM | 112.149i300m 147050
- typ LIGNUMA do obrzynarki MN 315 112m
- type LIGNUMA for multiblade saws MN 315
—1mn LIGNUMA go mHoronunbHoro ctaHka MN 315
300 | 30 | 2,8 | 40 | z=28+2GS |112.149.300m283028s » uzgbienie GS
» toothing GS
350 | 30 | 28 | 40 | z=28+2GS |112.149.350m283028s - 1N 3y6a - GS
ATTENTION! BHUMAHUE!

= Korpusy pit maja standardowo

kanatki 4KN(20x6)

= Istnieje mozliwos$¢ wykonania

pity z zebami stellitowanymi
w tej samej cenie

= Body of saws have standardly
keyways 4KN(20x6)
= There is a possibility of carrying

= KOoprnyc NUMbl UMeeT CTaHAap-
THO LUMOHKN 4 win (20x6)
= eCTb BO3MOXHOCTb UCMONHe-

z - ilos¢ zebow

out of saws with stellite teeth
at the same price

HUA MW CO CTENNNTOBAHHBIMU
3y6bAMM MO TAKOW Xe LieHe

z - quantity of teeth
Z - Ko/lu4ecmao 3y6bes
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PILtA TARCZOWA

Z OSTRZAMI Z WEGLIKOW SPIEKANYCH SPECJALNA 112i
CIRCULAR SAW

CARBIDE TIPPED SPECIAL

NMUNA ANCKOBAA

C 3YBbAAMU 13 TBEPAOTO CIJIABA CMELMAJIBHAA

- typ LIGNUMA do traka tarczowego TR 800
- type LIGNUMA for mobile sawmill TR 800
- 11n LIGNUMA gna 6pycoBouHbIx cTaHkoB TR 800

LIGNUMA

« uzebienie GM
- toothing GM
- TUn 3y6a - GM

zalecane parametry
recommended parameters

kod wyrobu npepnaraemble napameTpbl
D d b B z product code .
Kog nzpenus wysokos¢ ciecia
cutting height
TONLWMHA nponuna
zalecane do drewna miekkiego
recommended to soft wood przy posuwie ok.10m/min,
nepeKkoMm. Jid MArKoro gepesa :
zapotrzebowanie mocy
630 65 4,4 6,2 z=18 GM 112.149i630/126544 do 210 mm na 1 pite wynosi ok. 15 kW
710 65 4,9 73 z=12GM 112.149i710/126549 do 260 mm .
- the feeding speed about
800 65 52 8,0 z=12GM 112.149i800/126552 do 300 mm 10 m/min, requirement
900 65 54 8,4 z=12 GM 112.149i900/126554 do 350 mm On power on one saw is
about 15 kW
1000 65 54 8,4 z=12GM 112d149i100/126554
zalecane do drewna twardego npv nofaye oKoso
recommended to hard wood 10 M/MUH HeobxoanMas
nepekom. ana TBEpLOro fepesa MOLLHOCTb 0KOJ0 15 KB
710 65 4,9 7,3 z=24 GM 112.149i710/246547 do 260 mm
800 65 5,2 8,0 z=24 GM 112.149i800/246550 do 300 mm
900 65 54 8,4 z=24 GM 112.149i900/246552 do 350 mm

UWAGA!

= Korpusy pit maja standardowo kanatki: 2KN(16x8)

= Istnieje mozliwos¢ wykonania pit z nozami czyszczacymi

= Istnieje mozliwos¢ wykonania pity z zebami stellitowanymi w tej samej cenie

ATTENTION!!

= Body of saws have standardly keyways 2KN(16x8)

= There is a possibility of carrying out of saws with wiper slots

= There is a possibility of carrying out of saws with stellite teeth at the same price
BHUMAHUE!

= KOpMyC NUbl UMeeT CTaHAAPTHO LWMOHKM 2 W (16x8)

= eCTb BO3MOXXHOCTb UCMOMTHEHVA NN C NMOAYMNLLAIOLLVIMY HOXKaMU

= eCTb BO3MOXXHOCTb VCMOTHEHVA NN CO CTENIMTOBAHHBIMU 3yObAMM MO TaKOM Xe LieHe

z - ilos¢ zebow
z - quantity of teeth
Z - Ko/lu4ecmao 3y6bes
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